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DIGITAL - 2nd Surface

Use LOCTITE as shown.

Anodized Aluminum

WELD ON 4 for Acrylic

Contour Text.

Anodized Aluminum

VINYL 1st Surface

Grain Direction -
         Wood, metal, laminate.

Holes defined

Attach with VHB Tape

Overcome Casmate curve problem.

Straight Bit Cut-outs. Bevel Bit Cuts.

Waterjet process. Use GOOP as shown.

Laser process. Use LOCTITE as shown.

VINYL 2nd Surface
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PostApp
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Make 

hole dia.

Surface
Paint

1st Surface Paint

Louanne Lyles

Mounting method:
3M VHB tape

IF THIS PROJECT CONTAINS NATURAL PRODUCTS; i.e., WOOD, STONE:
Because no two pieces of natural products are alike, variations in color, grain, and texture  are natural occurrences to be appreciated.  Lacquer finishes on wood may unavoidably have minor hairline cracking at joints and edges.

Mounting surface:
TBD
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Scale: 8:1 1” = 0’-8”

Gym Rules

TJ

Construction:

Inserts:

Custom Alumi-Clad

LEAD TIME for production = Typically 4-6 weeks from Final Approval.

Final Approval defined:     1. Customer order is received
                                                        2. Signed change orders have been received
                                                        3. Approved Design Review received
                                                        4. Signed Sign Schedule is received

Commitment Date may not match Need Date:
Final Approval must be received with enough lead time to meet the Need Date for the
project. The commitment date for this project will depend upon available production
capacity and material lead times at the time of Final Approval.   Material ordering and
production CANNOT BEGIN until Final Approval.

Changes received after Final Approval...
suspends work and schedule dates until changes are assessed and may delay
project completion.  Commitment date will need to be reestablished.

A: White Alumi-Clad (1/8”) w/ printed image background

(A) Logo: Printed (FLAT)

(A) Copy: Printed (FLAT)

Size: 4.34” x 5.04”
Colors: PER PROVIDED ART

Font: Calibri (Regular / BOLDED)
Size: 2.0” ; 0.75”
Color: PMS 541C (match logo blue)

Departments Involved / Quantity:

C,B (2)

Draft 10/18/2017

Les Fernando (A&P)

Estes Valley Community Center
Estes Park, CO

Copy:Processes: Assembly:
For Install
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Allow others to share equipment while
you are resting between sets.

Report any equipment problems
immediately to the staff.

Please use collars and clips for “free bar”
lifting.

Wipe off equipment and benches after use.

Please do not drop or slam down weights.

No open-toed shoes.

No chalk.

Please return all equipment to rack after use.

SPA RULES:
Shower before entering.

Concrete island in center of spa.

No one under the age of 12 allowed.

DEPTH OF SPA: 3’-6”

Members between the ages of 12 and 16
must be accompanied by an adult.

CAUTION:

POOL RULES:
No running on deck

No gum in pool area

Swimsuits only

No food or drinks in pool area-
plastic water bottles only

Stay off lane ropes

No pushing, drinking or excessive horseplay

Children under the age of 2 must wear
swim diapers

No band aids in pool

Persons with open cuts or sores are
not allowed in pool

Anyone under 12 years old must be
directly supervised by a parent or
guardian at all times

Any activity which interferes with the safety 
or enjoyment of others will be stopped 
immediately with one warning before 

dismissal from the pool.

FITNESS ROOM RULES

Consult a physician before beginning an
exercise program. 

For your safety, please follow posted
instructions when using equipment.

Use equipment at your own risk.

Children under 16 years of age are not
permitted in the Fitness Center.

Stop exercising if you feel faint, dizzy,
exhausted or have any feeling of
discomfort.

In the interest of hygiene, please wipe
down equipment after use.

Doubletree by Hilton is not liable for
personal injury, loss of property or any
other claims arising out of the use of
this facility or the equipment.

POOL RULES
Pool for use by registered guests only. 
Children under 16 must be supervised by
an adult at all times. 
Shower before entering pool. 
No running/horseplay in the pool area. 
Persons with skin lacerations, infections
or blisters must not enter the pool. 
Breakable service ware and glass bottles
are prohibited in the pool or deck area. 
No lifeguard on duty. 
No diving. 
Pool hours are 6:00 am – 10:00 pm. 
Maximum pool depth: 4’-0” (1.2 m)
Maximum load capacity: 30 persons
Swim at your own risk.  Owner and 
management are not responsible for
accidents or injuries.

Rack all weights and dumbbells after
each use.

No one under the age of 12 is allowed on the
fitness floor without a staff personal trainer.

Appropriate exercise attire is required
(no open-toe shoes).

Only plastic drink containers allowed
in the club.

24.0"

A

Gym Rules

Thank you and have fun!

Children must be NINE years or older to use
the gymnasium unless supervised by a
guardian.

Only non-marking athletic shoes are allowed.  

Wet or soiled shoes are not allowed.

Personal items should be stored in the
locker rooms.

Food, alcohol, tobacco, chewing gum, glass
and cans are prohibited.

If you wish to carry a beverage with you,
it must be water in a container with a lid/cap.

Dunking is prohibited.

Kicking basketballs or volleyballs is
prohibited.

Profanity or excessively loud or suggestive
language will not be tolerated.

No outside amplified music is permitted.
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IF THIS PROJECT CONTAINS NATURAL PRODUCTS; i.e., WOOD, STONE:
Because no two pieces of natural products are alike, variations in color, grain, and texture  are natural occurrences to be appreciated.  Lacquer finishes on wood may unavoidably have minor hairline cracking at joints and edges.
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LEAD TIME for production = Typically 4-6 weeks from Final Approval.

Final Approval defined:     1. Customer order is received
                                                        2. Signed change orders have been received
                                                        3. Approved Design Review received
                                                        4. Signed Sign Schedule is received

Commitment Date may not match Need Date:
Final Approval must be received with enough lead time to meet the Need Date for the
project. The commitment date for this project will depend upon available production
capacity and material lead times at the time of Final Approval.   Material ordering and
production CANNOT BEGIN until Final Approval.

Changes received after Final Approval...
suspends work and schedule dates until changes are assessed and may delay
project completion.  Commitment date will need to be reestablished.
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SPA RULES:
Shower before entering.

Concrete island in center of spa.

No one under the age of 12 allowed.

DEPTH OF SPA: 3’-6”

Members between the ages of 12 and 16
must be accompanied by an adult.

CAUTION:

Scale: 8:1 1” = 0’-8”

Construction:

Inserts:

Custom Alumi-Clad

A: White Alumi-Clad (1/8”) w/ printed image background

(A) Logo: Printed (FLAT)

(A) Copy: Printed (FLAT)

Size: 3.83” x 4.45”
Colors: PER PROVIDED ART

Font: Calibri (Regular / BOLDED)
Size: 2.0” ; 0.5”
Color: PMS 541C (match logo blue) A

Thank you and enjoy your swim!

Pool Rules
Lifeguard instructions must be obeyed at all times. 

There must be a lifeguard on duty to enter the pool area. 

State regulations require full body showers before entering the pool. 

Swim test must be passed by any patron under age 18 wishing to
swim in deeper water. 

Children age nine and younger must be accompanied by a guardian in
the pool area at all times (or in the facility upon passing of swim test).

Children age 6 and under, or those who can't swim, must have a
guardian within arm's reach at all times. 

Proper swim attire is required for all swimmers. Underwear or street
clothing is not proper attire.  

Watertight swim diapers are required for all patrons who are diaper
dependent. 

No glass containers are permitted in pool area. 

No running, pushing, shoving, dunking or horseplay in pool area,
locker rooms and showers. 

No flips, belly flops, diving or twisting jumps off the side/edge of pool. 

Starting blocks are not permitted for use without permission or swim
coach available on deck. 

Lap lanes are for swimming laps only. Swimmers may be asked to
share lanes and circle swim. 

Diving is ONLY allowed in diving well. 

NO EXTENDED BREATH HOLDING ALLOWED! 

Swimmers with open sores or wounds or who have had diarrhea
within the last 24 hours are asked not to get into the water in
accordance with Colorado Department of Public Health and
Environment health codes. 

There is a periodic pool break for 10 minutes for the safety of our
guests during open swim. 

Kickboards and pull buoys are for lap swimmers only in the lap lanes. 

Only U.S. Coast Guard approved life jackets are permitted. 
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LEAD TIME for production = Typically 4-6 weeks from Final Approval.

Final Approval defined:     1. Customer order is received
                                                        2. Signed change orders have been received
                                                        3. Approved Design Review received
                                                        4. Signed Sign Schedule is received

Commitment Date may not match Need Date:
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CAUTION:
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Custom Alumi-Clad

A: White Alumi-Clad (1/8”) w/ printed image background
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Weight Training Rules

Weight
Training Rules

Thank you and have a great workout!

Children must be 14 years or older to use the fitness area.

Children ages 14-17 must complete a fitness orientation prior to using
equipment.

Proper fitness attire is required.

Food, alcohol, tobacco, chewing gum, glass and cans are prohibited.

If you wish to carry a beverage with you, it must be water in a container
with a lid/cap.

Profanity or excessively loud or suggestive language will not be
tolerated.

All weight training should be performed in a controlled, safe manner. 

Dropping, slamming or bouncing of weights is prohibited.

Spotters are recommended for all lifters.

All free weights and dumbbells must be returned to appropriate racks
when finished.

Weight collars (plate restraining devices) are required for the
free-weight area. 

Weights and bars of any kind should not lean up against the walls,
pillars, equipment or mirrors.

All equipment must be used in the manner for which it was designed.
Do not attempt to modify the equipment.

Patrons must wipe down machines after use with the provided
cleaning wipes. 

No outside personal training is permitted in the facility. 

All users are encouraged to bring a clean towel to absorb sweat and for
use on the equipment. Covering the padded equipment with a towel
helps prolong the life of the equipment and keeps everything clean for
the next user.
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Thickness Chart
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Thickness W/O
Release Liners

P  R  O  D  U  C  T  I  O  N      S  Y  M  B  O  L  S

DIGITAL - 2nd Surface

Use LOCTITE as shown.

Anodized Aluminum

WELD ON 4 for Acrylic

Contour Text.

Anodized Aluminum

VINYL 1st Surface

Grain Direction -
         Wood, metal, laminate.

Holes defined

Attach with VHB Tape

Overcome Casmate curve problem.

Straight Bit Cut-outs. Bevel Bit Cuts.

Waterjet process. Use GOOP as shown.

Laser process. Use LOCTITE as shown.

VINYL 2nd Surface

White Slidetrack: Black Slidetrack:

PostApp

Describe

Font: “Delaney”

Use Black Slidetrack

Describe

Describe

Curves
Import from EnRoute

Font: “Delaney”

White Slidetrack
for 1” Inserts

Typical ??

Describe

Describe

Sex Bolts

3/8”lng

& countersink.CAlifornia

alifornia

Braille

LORD
adhesive

Describe

Describe

Describe

Describe

Font: “Budmo Jiggler”

Grain Font: “Campbell”

Font: “Delaney”Font: “TW Cen MT”

Font: “Bandolero”

DIGITAL - 1st Surface

Countersink:

Describe

DescribeDescribe Describe

Describe

Describe Describe

Logo/Text

DescribeDescribe Describe Describe Describe Describe Describe Describe! Copy:Processes: Assembly:
DescribeFor Install Describe

CAM Experience

ĈCÇ .250 20 1/4 - 20

3/8 .375 16 3/8 - 16 0.36
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Tap Size

Threads 

per inchStud Size

Decimal 

Size

Make 

hole dia.

Surface
Paint

1st Surface Paint

Louanne Lyles

Mounting method:
3M VHB tape

IF THIS PROJECT CONTAINS NATURAL PRODUCTS; i.e., WOOD, STONE:
Because no two pieces of natural products are alike, variations in color, grain, and texture  are natural occurrences to be appreciated.  Lacquer finishes on wood may unavoidably have minor hairline cracking at joints and edges.

Mounting surface:
TBD

TJ

LEAD TIME for production = Typically 4-6 weeks from Final Approval.

Final Approval defined:     1. Customer order is received
                                                        2. Signed change orders have been received
                                                        3. Approved Design Review received
                                                        4. Signed Sign Schedule is received

Commitment Date may not match Need Date:
Final Approval must be received with enough lead time to meet the Need Date for the
project. The commitment date for this project will depend upon available production
capacity and material lead times at the time of Final Approval.   Material ordering and
production CANNOT BEGIN until Final Approval.

Changes received after Final Approval...
suspends work and schedule dates until changes are assessed and may delay
project completion.  Commitment date will need to be reestablished.

Departments Involved / Quantity:

C,B (2)

Draft 10/18/2017

Les Fernando (A&P)

Estes Valley Community Center
Estes Park, CO

Copy:Processes: Assembly:
For Install

SIDE VIEW

Surface
Paint

3
6
.0

"

24.0" 0.125"

SPA RULES:
Shower before entering.

Concrete island in center of spa.

No one under the age of 12 allowed.

DEPTH OF SPA: 3’-6”

Members between the ages of 12 and 16
must be accompanied by an adult.

CAUTION:

Scale: 8:1 1” = 0’-8”

Construction:

Inserts:

Custom Alumi-Clad

A: White Alumi-Clad (1/8”) w/ printed image background

(A) Logo: Printed (FLAT)

(A) Copy: Printed (FLAT)

Size: 3.83” x 4.45”
Colors: PER PROVIDED ART

Font: Calibri (Regular / BOLDED)
Size: 1.65” ; 0.71”
Color: PMS 541C (match logo blue) A

INSTALL 78” TO TOP OF SIGN

Fitness
Room Rules

FR
Fitness Room Rules

Thank you and have a great workout!

Only non-marking athletic shoes are allowed.

Wet or muddy shoes are not permitted.

Personal items should be stored in the locker
rooms.

Food, alcohol, tobacco, chewing gum, glass and
cans are prohibited.

If you wish to carry a beverage with you, it must
be water in a container with a lid/cap.

Late participants may be denied entry to class,
at the instructor's discretion, due to the
importance of a sufficient warm-up period.

It is highly recommended that participants stay
for the entire group exercise class to ensure
participation in the proper cool-down phase
of the class.

All equipment must remain in the fitness room
and must be returned to its proper location
after use. 

All cycling class participants should bring a
towel and water bottle. 
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Spanner security screw
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(X4) 5/16-18 x 7/8” 
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P  R  O  D  U  C  T  I  O  N      S  Y  M  B  O  L  S

DIGITAL - 2nd Surface

Use LOCTITE as shown.

Anodized Aluminum

WELD ON 4 for Acrylic

Contour Text.

Anodized Aluminum

VINYL 1st Surface

Grain Direction -
         Wood, metal, laminate.

Holes defined

Attach with VHB Tape

Overcome Casmate curve problem.

Straight Bit Cut-outs. Bevel Bit Cuts.

Waterjet process. Use GOOP as shown.

Laser process. Use LOCTITE as shown.

VINYL 2nd Surface

White Slidetrack: Black Slidetrack:

PostApp

Describe

Font: “Delaney”

Use Black Slidetrack

Describe

Describe

Curves
Import from EnRoute

Font: “Delaney”

White Slidetrack
for 1” Inserts

Typical ??

Describe

Describe

Sex Bolts

3/8”lng

& countersink.CAlifornia

alifornia

Braille

LORD
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Describe
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Describe

Describe

Font: “Budmo Jiggler”

Grain Font: “Campbell”

Font: “Delaney”Font: “TW Cen MT”

Font: “Bandolero”

DIGITAL - 1st Surface

Countersink:

Describe

DescribeDescribe Describe
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Describe Describe

Logo/Text

DescribeDescribe Describe Describe Describe Describe Describe Describe! Copy:Processes: Assembly:
DescribeFor Install Describe
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Tap Size

Threads 

per inchStud Size

Decimal 

Size

Make 

hole dia.

Surface
Paint

1st Surface Paint

Louanne Lyles

Mounting method:
3M VHB tape

IF THIS PROJECT CONTAINS NATURAL PRODUCTS; i.e., WOOD, STONE:
Because no two pieces of natural products are alike, variations in color, grain, and texture  are natural occurrences to be appreciated.  Lacquer finishes on wood may unavoidably have minor hairline cracking at joints and edges.

Mounting surface:
TBD

TJ

LEAD TIME for production = Typically 4-6 weeks from Final Approval.

Final Approval defined:     1. Customer order is received
                                                        2. Signed change orders have been received
                                                        3. Approved Design Review received
                                                        4. Signed Sign Schedule is received

Commitment Date may not match Need Date:
Final Approval must be received with enough lead time to meet the Need Date for the
project. The commitment date for this project will depend upon available production
capacity and material lead times at the time of Final Approval.   Material ordering and
production CANNOT BEGIN until Final Approval.

Changes received after Final Approval...
suspends work and schedule dates until changes are assessed and may delay
project completion.  Commitment date will need to be reestablished.

Departments Involved / Quantity:

C,B (1)

Draft 10/18/2017

Les Fernando (A&P)

Estes Valley Community Center
Estes Park, CO

Copy:Processes: Assembly:
For Install

SIDE VIEW

Surface
Paint

3
6
.0

"

24.0" 0.125"

SPA RULES:
Shower before entering.

Concrete island in center of spa.

No one under the age of 12 allowed.

DEPTH OF SPA: 3’-6”

Members between the ages of 12 and 16
must be accompanied by an adult.

CAUTION:

Scale: 8:1 1” = 0’-8”

Construction:

Inserts:

Custom Alumi-Clad

A: White Alumi-Clad (1/8”) w/ printed image background

(A) Logo: Printed (FLAT)

(A) Copy: Printed (FLAT)

Size: 3.83” x 4.45”
Colors: PER PROVIDED ART

Font: Calibri (Regular / BOLDED)
Size: 1.65” ; 0.59”
Color: PMS 541C (match logo blue) A

INSTALL 78” TO TOP OF SIGN

Cubz
Den Rules

CR
Cubz Den Rules

Thank you for your cooperation!

The Cubz Den is available to children ages 1 year through
8 years.

Guardians must remain onsite at the community center
at all times.

There is a two-hour sitting time limit for all children.

We will not be responsible for changing your child's diaper.
If a child needs to be changed we will page the guardian.

Do not bring your child if they have had a fever within 24
hours, have green or yellow discharge from the nose, have
a croupy cough, are vomiting, have diarrhea or any
transmittable or contagious illness.  

To provide a positive experience for your child, if he/she
cries for 10-15 minutes the guardian will be asked to bring
them back another time.  

Please be sure to tell us where you will be located at the
center when you leave your child with us.  

We do not feed or provide food in any way to the children.
We ask that you do not bring any snacks.

All children must be signed in and out by an adult guardian.  

Children will not be released to anyone other than the
guardian that signs them in unless written permission is
provided by the guardian.

We request that no toys be brought from home.
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DIGITAL - 2nd Surface

Use LOCTITE as shown.

Anodized Aluminum

WELD ON 4 for Acrylic

Contour Text.

Anodized Aluminum

VINYL 1st Surface

Grain Direction -
         Wood, metal, laminate.

Holes defined

Attach with VHB Tape

Overcome Casmate curve problem.

Straight Bit Cut-outs. Bevel Bit Cuts.

Waterjet process. Use GOOP as shown.

Laser process. Use LOCTITE as shown.

VINYL 2nd Surface

White Slidetrack: Black Slidetrack:

PostApp

Describe

Font: “Delaney”
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hole dia.

Surface
Paint

1st Surface Paint

Louanne Lyles

Mounting method:
3M VHB tape

IF THIS PROJECT CONTAINS NATURAL PRODUCTS; i.e., WOOD, STONE:
Because no two pieces of natural products are alike, variations in color, grain, and texture  are natural occurrences to be appreciated.  Lacquer finishes on wood may unavoidably have minor hairline cracking at joints and edges.

Mounting surface:
TBD

TJ

LEAD TIME for production = Typically 4-6 weeks from Final Approval.

Final Approval defined:     1. Customer order is received
                                                        2. Signed change orders have been received
                                                        3. Approved Design Review received
                                                        4. Signed Sign Schedule is received

Commitment Date may not match Need Date:
Final Approval must be received with enough lead time to meet the Need Date for the
project. The commitment date for this project will depend upon available production
capacity and material lead times at the time of Final Approval.   Material ordering and
production CANNOT BEGIN until Final Approval.

Changes received after Final Approval...
suspends work and schedule dates until changes are assessed and may delay
project completion.  Commitment date will need to be reestablished.

Departments Involved / Quantity:

C,B (4)

Draft 10/18/2017

Les Fernando (A&P)

Estes Valley Community Center
Estes Park, CO
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Shower before entering.

Concrete island in center of spa.

No one under the age of 12 allowed.

DEPTH OF SPA: 3’-6”

Members between the ages of 12 and 16
must be accompanied by an adult.

CAUTION:

Scale: 8:1 1” = 0’-8”

Construction:

Inserts:

Custom Alumi-Clad

A: White Alumi-Clad (1/8”) w/ printed image background

(A) Logo: Printed (FLAT)

(A) Copy: Printed (FLAT)

Size: 3.83” x 4.45”
Colors: PER PROVIDED ART

Font: Calibri (Regular / BOLDED)
Size: 1.65” ; 0.80”
Color: PMS 541C (match logo blue)
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Locker
Room Rules

LR
Locker Room Rules

Secure all items in a locker with a lock.

The EVCC is not responsible for lost or
stolen items.

Lockers are for day use only. Items left
in lockers overnight will be placed in
lost and found.

Please visit guest services for information
on long-term locker rentals.

Children age six and older are not 
allowed in the opposite gender locker
room.  

Use of any electronic device with camera
capabilities, including but not limited to
cell phones, tablets, OSI games and iPod
touches, are prohibited in the locker
room.

Please advise the staff if the room is in
need of custodial services.

Thank you and have a great workout!

NOTE: ALL sign types shown are REPRESENTATIVE ONLY unless otherwise noted. 
Colors depicted are a general  representation of the color specified.  If color selection is
critical, please request sample for approval.
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